
 
Screen size: 5-inch digital screen (16:9) 
Long Life High Resolution: 640 x 480 Pixel (RGB) 
System: NTSC 
Contrast: 450:1 
Brightness: 450 cd/m2 
Power supply: DC 12V~32V with reverse polarity protection 
Operation temperatures: -30°~70°C 
Storage temperature: -40°~80°C 
3 AV inputs with color coded trigger wires, auto blue screen if no signal on activated channel 
Features: sunshade, auto light sensor dimming for LCD screen, high quality processor 
Easy to use OSD menu via buttons & remote: reversing image delay, guidelines. 
Now includes our ADD25F heavy duty mount 
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NO Audio 
Horizontal Resolution: 600 TV Lines 
Effective pixel: 510 × 492 
Illumination: 1.5 Lux 
Viewing angle: 192° Horizontally 142° Vertically 
Waterproof: IP69K Shockproof: 10G 
Operating temperature: -40°C to +70°C   Power supply: 12V DC (powered by monitor) 

Our New LEGAL VISION® 5" Monitor with Top-Mounted Buttons 
takes up 34% less viewing space than conventional 5” monitors.  Our secret is in our Patent 
Pending image processing system which crops out the “fish eye” look and provides a crisp 
clear image.  The resulting image surpasses the requirements of the new Backup Camera 
Law - even from heights as low as 32 inches off the ground!  Our technology will work on 
normal box truck heights with no distortion to the image. 

LV5EP 

Legal Vision® System   

MONITOR SPECIFICATIONS MLV5E 

CAMERA SPECIFICATIONS C300P 

                        ADD300Z Our optional heavy 

duty polished aluminum camera cover is 

now in production providing protection from 

bumps and theft.  What a perfect match! 


